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CHICAGO AVENUE

COUNTY | FISCAL | TOTAL | SHEET
HWY. YEAR | SHEETS NO.
VARIOUS| 2008 30 15
SEC.07-00250-07-TL DUPAGE CO.
3107
NOTES:
1. EXISTING CONTROLLER AND CABINET IS TO REMAIN THE PROPERTY OF THE DUPAGE COUNTY DIVISION OF TRANSPORTATION (DOT)
S TO BE DELIVERED TO THE FACILITY OF THE DOT SIGNAL MAINTENANCE CONTRACTOR. ALL OTHER EQUIPMENT SHALL BE

éxEVAIGED BY THE CONTRACTOR. ANY PROFITS FROM SALVAGED EQUIPMENT SHALL BE INCLUDED IN THE CONTRACT BID ITEMS.
. EXISTING ELECTRICAL SERVICE TO BE REPLACED WITH NEW SERVICE.
. NEW NO. 6 1C GROUNDING CABLE IS TO BE INSTALLED BETWEEN SERVICE AND CONTROLLER.
. EXISTING EVP DETECTOR AND CONFIRMATION BEACON TO BE REMOVED AND REPLACED WITH NEW EVP EQUIPMENT.

THE EXISTING CABLES SHALL REMAIN IN PLACE AND BE REUSED FOR THE NEW EQUIPMENT.
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o] - EMERGENCY VEHICLE LIGHT DETECTOR
D ¢ CONFIRMATION BEACON
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SERVICE INSTALLATION

VEHICLE DETECTOR, INDUCTION LOOP
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[ PROPOSED EMERGENCY VEHIGLE | ¥ REPLACE EXIST CONTROLLER REPLACE EXIST SERVICE
PREEMPTORS ; AND CABINET
EMERGENCY 0
VEHICLE 3 4 e
PREEMPTOR %
I
vovewen | == | | | o NOTE: PUSHBUTTON "B” SHALL PLACE CALLS IN PHASES 4 AND 6.
PUSHBUTTON "C” SHALL PLACE CALLS IN PHASES 6 AND 8.
EMERGENGY VEHICLE PREEMPTION SEQUENGE SCH EDU LE OF QUANTITI ES : PUSHBUTTON "D” SHALL PLACE CALLS IN PHASES 2 AND 8.
TOTAL
PAY CODE NUMBER PAY ITEM UNIT QUANTITIES
85000200 MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1
85700200 FULL-ACTUATED CONTROLLER AND TYPE IV CABINET EACH 1
86400100 TRANSCEIVER-FIBER OPTIC EACH 1
X8730027 ELECTRIC CABLE IN CONDUIT, GROUNDING, NO. 6 1C FOOT 100
87900200 DRILL EXISTING HANDHOLE EACH 1
88500100 INDUCTIVE LOOP DETECTOR EACH 9
88700200 LIGHT DETECTOR EACH 2 DUPAGE. COUNTY DIVISION OF TRANSPORTATION
88700300 LIGHT DETECTOR AMPLIFIER EACH 1 NARMEQNSfONS i CHICAGO AVENUE & CHARLES AVENUE
89502375 REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH 1 EXISTING CABLE DIAGRAM AND
X8050015 SERVICE INSTALLATION - POLE MOUNTED EACH 1 SCHEDULE OF QUANTITIES
X0324007 OPTIMIZE TRAFFIC SIGNAL SYSTEM EACH 1 SCALE: NONE DrloNeD BY: Th
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